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9.9”x29.76”
25,1x75,6

Matex Lista
1,5 x 75,6 cm   C-200

Solid Blanco
25,1 x 75,6 cm                             C-540

Solid Black
25,1 x 75,6 cm                             C-550

Focus Silver Lista
2,3 x 75,6 cm                             C-320

Focus Gold Lista
2,3 x 75,6 cm                             C-320

Solid White Focus
25,1 x 75,6 cm                             C-550

Solid Black Focus
25,1 x 75,6 cm                             C-570

Solid Black 
Focus Taco **
12,5 x 12,5                    

C-266
Solid White 
Focus Taco **
12,5 x 12,5                    

C-266

1,5-2 cm

12,5 cm

12,5 cm **These blocks have different reliefs.

**Este material tiene diferentes relieves. 

23.3”x23.3”59,2x59,2

Solid 25,1x75,6x1,00 m2 45 59,85 1,33 7 1144 25,11

Solid Focus 25,1x75,6 m2 45 59,85 1,33 7 999 21,88

Solid Gold / Silver Focus 25,1x75,6 pz 13 19,76 1,52 8 339 25,00

Focus Gold / Silver Lista 2,3x75,6 pz 30 7,29 0,24 14 104 4,99

Solid Focus Taco 12,5x12,5 pz 24 18,00 0,75 48 326 31,01

Matex Lista 1,5x75,6 pz 12 36,732 3,061 270 316 25,15

Rainbow Natural 59,2x59,2 m2 24 33,65 1,40 4 810 33

Series Format&Thickness Unit Boxes/Pallet m²/Pallet m²/Box Pieces/Box Kg/Pallet Kg/Box

Double  ring
 Bicocción

Wall tiles
Revestimiento

Digital 
Digital

59,2 x 59,2 cm 

Rainbow Blanco Natural           
                           G-3146

Rainbow Negro Natural          
                           
  

G-315859,2 x 59,2 cm 

*PVD (Physical Vapor Deposition) application is based on the physical principle of 
the vacuum evaporation of metals (titanium, gold, platinum and others) which, in 
their ionic state, are condensed, forming a  lm that deposits on the surface being 
treated. Advantages: 1. High resistance to abrasion and scratches, much higher 
than metals applied by  ring. 2. Excellent super  cial hardness. This process is 
applied in the manufacturing of tools destined to friction related applications. 
3. Resistant to chemical products, solvents and domestic cleaning products. 4. 
Corrosion resistant (ISO 9227).

*La aplicación en Pvd (Physical Vapor Deposition) está basada en el principio 
de la evaporación al vacío de los metales (titanio, oro, platino y otros), que en 
estado iónico, se hacen condensar formando una película que se deposita sobre 
la super  cie sometida al tratamiento. Ventajas: 1. Alta resistencia al rayado y a 
la abrasión, mucho mayor que los metales aplicados por cocción. 2. Excelente 
dureza super  cial. Es un proceso utilizado en el recubrimiento de herramientas 
utilizadas en trabajos de fricción. 3. Resistente a productos químicos, disolventes 
y productos de limpieza de uso doméstico. 4. Resistente a la corrosión (ISO 
9227).

Solid Silver Focus *
25,1 x 75,6 cm                             C-357

Solid Gold Focus *
25,1 x 75,6 cm                             C-357
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